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Abstract: This paper presents technical and economic as-
sessment of a hybrid energy system for electricity genera-
tion in rural communities in the six geopolitical zones of
Nigeria. The study was based on a 500 rural household
model having an electric load of 493 kWh per day. To sim-
ulate long-term continuous implementation of the hybrid
system, 21 years (1992 – 2012) hourly mean global solar
radiation and wind speed data for the selected sites were
used. Themean annual wind speed and solar radiation for
the locations ranged from 2.31 m/s for Warri to 3.52 m/s for
Maiduguri and 4.53 kWh/m2 for Warri to 5.92 kWh/m2 for
Maiduguri, respectively. These weather data were used for
simulation with theMicro-power OptimizationModel soft-
ware HOMER. From the optimum results of the hybrid sys-
tem, Warri has the highest NPC and COE of $2,441,222 and
$0.721/kWh, respectively while Maiduguri has the least
NPC and COE of $2,225,387 and $0.658/kWh, respectively
for the 21 years project lifespan. The high value of COE for
Warri is due to its low renewable energy resourcewhile low
COE for Maiduguri is due to its high renewable energy re-
source. The Northern part of the country has ample renew-
able energy resource availability and with a strong politi-
cal will, optimal utilization of these renewable resources
(solar and wind) can be actualized. Researchers, Industri-
alists, Policy Makers and the Nigerian government should
therefore seize this opportunity in developing a sustain-
able energy through utilization of abundant renewable en-
ergy resources in the country.
Keywords: Hybrid system, solar radiation, wind speed,
sustainable development, decentralized energy system
1 Introduction
1.1 Background
Increasing energy access is recognized as an absolute pri-
ority for the development of rural and semi- urban areas.
For instance, electrication can be achieved via the exten-
sion of the grid or increasingly via decentralized genera-
tion, more andmore frequently with a mix of technologies
including renewable energy technologies (RETs) [1].
The challenge of producing sucient energy to meet
the ever increasing global energy consumption, the
rapidly depleting fossil fuel reserves, and the serious en-
vironmental problems associated with the use of fossil
fuels have motivated considerable research attention on
clean energy sources. The tendency to use renewable en-
ergy resources has grown continuously over the past few
decades, be it due to fear over warnings of global warming
or because of the depletion of fossil fuels [2, 3].
In recent years, much emphasis has been placed on
renewable energy as a viable alternative to engine genera-
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tors for remote power production. The eectiveness of this
alternative is met when more than one type of renewable
energy source suchasphotovoltaic (PV),wind, biomass, or
small-hydroelectric power systems are combined together
with energy storage sub-system in order to ensure steady
plant power [4, 5].
Among the various technologies for green energy gen-
eration in the literature, wind and solar energy are com-
monly used because they are both technically and envi-
ronmentally viable options [6]. In addition, they are ubiq-
uitous and freely available. The wind and solar energy are
freely available andenvironmental friendly. Thehybrid en-
ergy system is becoming widespread as it combines dier-
ent energy sources to maximize each source’s strengths,
while compensating for the others’ shortcomings [7]. The
combined utilization of these renewable energy sources
are therefore becoming increasingly attractive and are be-
ing widely used as alternative of oil-produced energy. Eco-
nomic aspects of these renewable energy technologies are
suciently promising to include them for rising power
generation capability in developing countries. A renew-
able hybrid energy system consists of two or more energy
sources, a power conditioning equipment, a controller and
an optional energy storage system [8].
Hybrid energy systems are not only economical and
environmentally benign, but also capable of osetting the
problems with the stochastic uctuations in climate pa-
rameters. They seem to be potentially benecial for remote
locations where conventional fuel supplies are not avail-
able or aordable [9].
Despite the abundant availability of renewable energy
resources (solar, wind, small and large hydros etc.), Nige-
ria is characterizedwithdeprivation fromconventional en-
ergy, arising frompoor supply of infrastructure.About 18%
only of the rural population have access to electricity (Sun-
day, 2011).Where conventional energy is available, its sup-
ply is unreliable. Electricity consumption in the country
stood at just 137 kWh per head in 2007 [10]. At 137 kWh
per capita, electricity consumption is one of the lowest in
the world. This possibly might have been responsible for
the slow rate of development in the country. This low elec-
tricity consumption in Nigeria is primarily due to irregu-
lar and inadequate electricity generation and production
which leads to less than half of the entire Nigerian pop-
ulation to have access to electricity and only about 18%
of rural population of the country have access to electric-
ity [11].
This scenario can be improved by using the solar and
wind energy resources to supplement electricity genera-
tion in Nigeria. However, due to intermittent nature of
these resources, they may not be suitable and reliable as
stand-alone energy conversion systems. Therefore, inte-
gration of both renewable energy conversion systems with
diesel generator and storage facility could be a reliable en-
ergy system in most rural areas in Nigeria.
Utilization of solar and wind power has become in-
creasingly signicant, attractive and cost-eective, since
the oil crises of early 1970s [12]. However, common draw-
backwith solar andwind energy is their unpredictable na-
ture. In general, the variations of solar andwind energy do
not match with the time distribution of demand [13]. The
independent use of both the systems results in consider-
able over-sizing for system reliability, which in turnmakes
the design costly. As the advantages of solar and wind en-
ergy systems became widely known, system designers are
now looking for their integration. In this scenario Hybrid
SolarWind Power System (HSWPS) can be considered as a
viable option for the energy market especially in Nigeria.
Hybrid energy system is one of the currently most ex-
plored techniques for power generation. This technique fo-
cuses on the generation of power from twodierent energy
sources and it has proven to solve the power crisis inmany
countries around the world to a very large extent. The de-
velopment and utilization of such a hybrid system will
enhance the reduction lower major health risks through
the air, land and water pollution. Adverse eects of global
warming on weather and climate can be mitigated by re-
duced CO2 emissions. As a result, there will be reduction
in health care costs and the impact of likely stricter federal
emission standards in the future.
Hybrid power systems can consist of any combina-
tion of wind, photovoltaics, diesel, small hydropower and
batteries. Such exibility has obvious advantages for cus-
tomizing a system to a particular site’s energy resources,
costs, and load requirements.
The potential of solar and wind hybrid energy has
been analyzed in literature and several designs of the hy-
brid energy systems have been proposed: Nema, et al [8]
analyzed the current situation in thedesign, operation and
management of independent hybrid solar PV-wind energy
systems. They also analyzed the future development of
these systems, as well as the potential for increasing the
economic viability of these systems and their acceptance
by the users. They proposed two systems: self-hybrid sys-
tem and a system that in the absence of electricity uses ex-
cess energy which has been previously stored.
Utilization of solar and wind power has become in-
creasingly signicant, attractive and cost-eective, since
the oil crises of early 1970s [12]. However, common draw-
backwith solar andwind energy is their unpredictable na-
ture. In general, the variations of solar and wind energy
do not match with the time distribution of demand [13].
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The independent use of both the systems results in con-
siderable over-sizing for system reliability, which in turn
makes the design costly. As the advantages of solar and
wind energy systems became widely known, system de-
signers have started looking for their integration. In this
scenarioHybrid SolarWind Power System (HSWPS) can be
considered as a viable option for the energy market espe-
cially in Nigeria.
Hybrid energy system is one of the currently most ex-
plored techniques for power generation. This technique fo-
cuses on the generation of power from two dierent en-
ergy sources and it has proven to solve the power crisis in
many countries around the world to a very large extent.
The development and utilization of such a hybrid system
will enhance the reduction in major health risks through
reduced air, land and water pollution. Adverse eects of
global warming on weather and climate can be mitigated
by reduced CO2 emissions. As a result, there will be de-
crease in health care costs and the impact of likely stricter
federal emission standards in the future.
Hybrid power systems can consist of any combina-
tion of wind, photovoltaics, diesel, small hydropower and
batteries. Such exibility has obvious advantages for cus-
tomizing a system to a particular site’s energy resources,
costs, and load requirements.
Salwan and Sopian [14] proposed a PV/Wind system
that would provide enough electricity for a settlement in
rural areas. Barsoum and Goh [15] described the design,
simulation and feasibility study of a hybrid energy sys-
tem for a standalone power system. This analysis was
based on TRNSYS software. The result of this study was
a design of a realistic hydrogen energy system that max-
imizes the renewable energy penetration and minimizes
the diesel fuel consumption. Shakya et al. [16] presented
the results of the technical feasibility and the nancial
analysis of a hybrid wind-photovoltaic system with hy-
drogen storage. Mahmoudi [17] investigated the weather
data (hourly wind speed and daily solar radiation) for hy-
brid power system (HPS) in arid coastal countries. The
study assessed the feasibility of using HPS in the Arabian
Gulf country of Oman. Zoulias and Lymberopoulos [18]
investigated a techno-economic analysis of the integra-
tion of hydrogen energy technologies in renewable energy-
based stand-alone power systems using HOMER simula-
tion tool. The experimental result shows that the replace-
ment of fossil fuel based generator-sets with hydrogen
technologies is technically feasible and economically fa-
vorable compared to the PV-diesel system as long as a 50%
reduction on the cost of electrolysers and a 40% reduc-
tion on the cost of hydrogen tanks are made. Kaiser and
Aditya [19] developed a model using HOMER simulation
tool to nd out the best technically viable renewable based
energy system for the consumers located in Saint Martin
Island, Bangladesh. Experimental results showed that it
will be better to create PV-windmini-grid combination sys-
tem for 50 homes instead of single home system. Ghassan
and Johnson [20] examined the capacity and potential for
electricity-generating solar- and wind-turbines installed
in the Eastern and Northern part of Jordan. The results
showed that the cost of windmill farm to produce 100–150
MW was US$290 million while solar power station to pro-
duce 100 MW costs US$560 million. The electrical power
costs US$0.02/kWh for the wind power and US$0.077 for
the solar power. The feasibility for using wind and solar
energies is now when the price oil reaches US$100.00 per
barrel. Ghassan [21] investigated the electrical and power
calculations for solar and wind utilization to support the
national grid in Jordan. The result showed that the cost
for the windmill farm to produce 100-150 MW for 20 hours
per day is US$290 million. The cost of the solar power sta-
tion to produce 100 MW for 8 hours per day is US$560mil-
lion. The production cost per kWh (inUS cents)was 2 cents
for the windmill and 7.7 cents for the solar. The conven-
tional production cost 9.5 cents projected when the price
of oil was $100 per barrel. The study concluded that for re-
liable energy system,hybridpowerproduction is essential.
Nwosu andAgu [4] presented power and energy balance in
awind-solar hybrid power systemhaving battery and com-
bined heat and power (CHP) sub-units as backups. The re-
sult of the study showed that it is possible to guarantee
steady availability by power plants given proper combi-
nations of wind and solar energy sources with backups to
compensate for source uctuations. Since, in the absence
of enough power from the stochastic sources, the battery
backup temporarily assumes a status of a power source in
the context of global energy balance. CHP is the alternative
power source if the battery state of charge (SOC) is below
a set point or if the absence of the stochastic sources per-
sists over a certain period of time. The authors concluded
that although the optimization case study was conducted
in a winter-summer environment, the scheme promises to
bemore energy productive in a temperate African environ-
ment as ninety-ve per cent of the daily global sunshine
above 6.5 kWh/m2 falls on Africa during the winter. Ajao
et al. [22], discussed details description of the Hybrid Op-
timization Model for Electric Renewables (HOMER) model
and conrmed the potential power of Solar-wind Hybrid
systems for Small scale Production in Nigeria.
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1.2 Renewable Energy Resources in Nigeria
Renewable energy plays a vital role inmeeting the needs of
both rural and urban areas of the country in terms of sus-
tainable development [23]. The development and proper
use of renewable energy should be given high priority, es-
pecially now that the issues of climate change and global
warming are among the most critical issues discussed by
the various governments of the world. Developed and de-
veloping countries are now adopting renewables in order
to achieve energy sustainability [24].
Clean and environmental friendly energy can only be
achieved through the proper utilization of renewable en-
ergy technology [25]. The renewable energy resources in
Nigeria are as enormous as they are diverse. However, the
problem lies with the level of utilization which is very
low. Renewable energy technology has great potentials in
alleviating the staggering energy situation currently be-
ing experienced in Nigeria. Nigeria is endowed with huge
amount of both conventional and renewable energy re-
sources. The potentials of renewable energy resources in
Nigeria is about 1.5 times that of conventional energy re-
sources in energy terms.
Nigeria has abundant reserves of renewable energy
sources ranging from solar, hydro, wind to biomass, etc.
It is derived from non-fossil and non-nuclear sources in
ways that can be replenished while its harvesting, conver-
sion anduse occur in away that helps to avoid negative im-
pacts on the viability and rights of local communities and
natural ecosystems. Apart from the non-replenishment of
the abundant fossil fuels that are present in the country,
there is also the great threat to global climate through the
release of carbon dioxide, heavy metals and particulates.
In view of this, the countrymust focus on the develop-
ment of renewable and sustainable sources. Sustainable
energy development in Nigeria is the key to the stability of
the country, in terms of viable economy, social order and
political stability.
Many indigenous researchers have investigated the
availability of renewable energy resources in Nigeria with
a view to establishing their viability in the country [26–30].
Among all the renewable energy resources available,
solar is the most promising of them all due to its apparent
limitless potentials. Nigeria is located within a high sun-
shine belt and solar radiation iswell distributedwithin the
country. The intensity of solar radiation exhibits remark-
able variation from the northern region to the southern re-
gion but is higher in the northern region as shown in Fig-
ure 1.
According to Bekele andPalm [31], the tropical regions
oer a better solar energy resource than at more temper-
ate latitudes. The average annual irradiation in Europe is
about 1000 kWh/m2, while in the Middle East the value
is approximately 1800 kWh/m2. In the tropical zone, of
which Nigeria is a part, the average annual irradiation is
estimated to be around 1934.5 kWh/m2. (For future ref-
erence it might be easier if these units were expressed
as kWh m−2) The annual average of total solar radiation
varies from about 12.6 MJ/m2-day (3.5 kWh/m2-day) in the
coastal latitudes to about 25.2 MJ/m2-day (7.0 kWh/m2-
day) in the far north. This gives an average annual solar
energy intensity of 1934.5 kWh/m2-yr; thus over the course
of a year, an average of 6,372,613 PJ/year (circa 1,770 thou-
sand TWh/year) of solar energy falls on the entire land
area of Nigeria. This is about 120 thousand times the total
annual average electrical energy generated by the Power
Holding Company Nigeria Plc (PHCN). With a 10% conser-
vative conversion eciency, the available solar energy re-
source is about 23 times the Energy Commission of Nige-
ria’s (ECN)projectionof total nal energydemand forNige-
ria in the year 2030 [32]. This gives us an impression that
implementing solar energy strategy is a great opportunity
for Nigeria to get renewable energy at low cost as well as
minimize dependence from fossil fuels; and nally solar
energywould give anopportunity to implement infrastruc-
turewherebefore it seemed tobe toohardor too expensive.
During the day it is estimated that Nigeria receives
about 4.851×1012 kWh of energy from the sun. All this en-
ergy is equivalent to about 1.082million tons of oil per day,
while domestic consumption of oil is 297 thousand bar-
rels per day. When we change barrels into tones we see
very exiting numbers; 297000 barrels = 47219.2281 tons =
0.0472192281 million tons. Theoretically (and most likely
practically as well) it is obviously seen that domestic de-
mand for oil can be substituted by solar energy [33].
Figure 1: Solar Radiation Map of Nigeria [32]
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On the potentials for wind-to-electricity projects in
Nigeria, a number of study reports exist. A study on the
wind energy potentials for a number of Nigerian cities
shows that the annual average speeds of about 2.2 m/s at
the coastal region and 4.5 m/s at the far northern region of
the country. With an air density of 1.1 kg/m3, the wind en-
ergy intensity perpendicular to the wind direction ranges
between 4.4 W/ m2 at the coastal areas and 35.2 W/m2 at
the far northern region [34, 35].
Further study on the wind resources in Nigeria re-
vealed that theNorth, Central and South-East of the nation
possess enormous potential for harvesting wind energy,
with possible wind speeds reaching as high as 8.70 m/s in
the north [36]. Thus, latest results (NIMET,2009) based on
the outcome of using 40 years (1968–2007) available av-
erage wind data from the whole forty-four wind stations
across the states of the federation showed that, the coun-
try’s wind regime is found to lie majorly between poor to
moderate regimes, with the southern states having their
mean wind prole at 10 m height in the range between 3.0
–3.5 m/s, depending on the states, and Northern states ca-
pablewithmeanwind speeds of between 4.0 –7.5m/s. This
means that, Nigeria has good wind resources over most
part of the country. Although, wind speeds in the south-
ern states are low, they can however be employed for stan-
dalone power generating systems using small scale wind
turbines. This if employed, will be a major breakthrough
for rural and sub-rural areas not connected to national
electricity grid.
At present, the share of wind energy in the national
energy consumption has remained on the lower end with
no commercial wind power plants connected to the na-
tional grid. Only a few number of stand-alone wind power
plantswere installed in the early 1960s in 5 northern states
mainly to power water pumps and a 5 kW wind electric-
ity conversion system for village electrication installed at
Sayyan Gidan Gada, in Sokoto State [37]. In recent times,
numerous studies have been carried out to assess thewind
speed characteristics and associated wind energy poten-
tials in dierent locations in Nigeria. Promising attempts
are being made in Sokoto Energy Research Centre (SERC)
and Abubakar Tafawa Balewa University, Bauchi, to de-
velop capability for the production of wind energy tech-
nologies.
Indigenous researches revealed that Nigerian’s Hydro
Potential is high and hydropower currently accounts for
over 32% of the total installed commercial electric power
capacity. The overall large-scale potential (exploitable) is
in excess of 11,000 MW [38].
Nigeria has considerable hydro potential sources ex-
emplied by her large rivers, small rivers and stream and
the various river basin being developed. Nigerian rivers
distributed all over the country with potential sites for hy-
dropower scheme which can serve the urban, rural and
isolated communities. An estimation of river Kaduna, Be-
nue and Cross River (at Shiroro, Makurdi and Ikom respec-
tively) indicated that total capacity of about 4,650 MW is
available,while the estimate for the riverMambilla plateau
is put at 2,330 MW [39]. Total capacity of the untapped hy-
dropower potential sites identied by Motor Columbus in
the 1970s was 7322 MW.
Studies have shown that SHP potential sites exist in
virtually all parts of Nigeria. There are over 278 unex-
ploited sites with total potentials of 734.3 MW [40]. So
far about eight (8) small hydropower stations with aggre-
gate capacity of 37.0 MW have been installed in Nigeria by
private company and the government. Indeed small-scale
(bothmicro andmini) hydropower systemspossess the ad-
vantage, over large hydro systems, that problems of topog-
raphy are not excessive [41]. In eect, small hydropower
systems can be set up in all parts of the country so that
the potential energy in the large network of rivers can be
tapped and converted to electrical energy. In this way the
nation’s rural electrication projects can be greatly en-
hanced.
1.3 The Rationale for Decentralized
Electricity Generation with RETs in
Nigeria
The rural areas are generally inaccessible due to absence
of good road networks, even with the ongoing power re-
form and privatization of the electricity industry in Nige-
ria; it is obvious that for logistic and economic reasons, ru-
ral areas which are remote from the grid and/or have low
power purchase potential will not be attractive to private
power investors.Meanwhile electricity is required for basic
developmental services as well as economic growth. The
absence of reliable energy supply has left the rural popu-
lace socially backward and their economic potentials un-
tapped [38].
Energy needs in rural areas are often smaller than in
urban areas. For example giving farmers in rural areas ac-
cess even to small supplies of electricity to charge amobile
phone (which is now a strategic tool for them to get infor-
mation and sell their crops) can make a huge dierence.
Larger supplies can power devices related to farming activ-
ity, such as water pumping, irrigation; other RETs like the
use of passive solar thermal products can be used also for
cold/dry chain for preservation/processing of crops [42].
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The cost of RETs may still be perceived as high, but
costs have been decreasing recently making them in more
and more instances competitive with stand-alone conven-
tional generation; when a socio-economic lifecycle com-
parison is made, costs of RETs-generated energy services
can be now in rural areas lower than with traditional or
conventional energies. This is evenmore the casewhen the
local environmental and social benets of RETs are taken
into account, as RETs generate less pollution and con-
tribute to the creation ofmore local jobs than conventional
energies [43]. Furthermore, RETs allow for more exibility
than the extension of the grid, as systems can be installed
and upgraded according to the needs of users. RETs are at-
tractive because their output matches the low electricity
demand levels in rural areas, and enable the avoidance of
costly distribution and transmission networks. They also
avoid disruptions linked to the unreliable transport of fos-
sil fuel and access to parts in remote areas.
In addition, as the fuel cost is unstable, transporta-
tion and restoration of costs for remote places is an addi-
tional challenge. To overcome some of these shortcomings
of diesel only energy system, integration of renewable en-
ergy conversion systemswith diesel generators (hybrid en-
ergy system) provides a suitable approach tomeet the elec-
tricity demands in an environmental-friendly way. There-
fore, a power supply being both cost-ecient and reliable
is necessary for rural areas.
1.4 Scope and Objectives of the Study
Having access to sustainable, modern, aordable and reli-
able energy services is an essential prerequisite for poverty
reduction and sustainable socio economic development.
Availability of energy services in any region aects all
facets of human lives. Hence, lack of these energy services
limit the socioeconomic activities that could happen in
such environment. Globally, the potential to provide elec-
tricity, heat and transport fuels to deliver all Energy ser-
vices from renewable energies is huge [44]. The available
resources are more than sucient to meet and surpass the
entire human energy demand of the present time and the
nearest future.
In view of the above facts about signicant of renew-
able energies in achieving sustainable energy, this study
aims at (i) assessing the technological feasibility and eco-
nomic viability of utilizing solar - wind hybrid energy sys-
tem in the selected locations in Nigeria (ii) analyzing the
cost benet of a solar-windpower hybrid systemanddeter-
mine the pay-back period when compared to cost per kilo-
watt of utility power supply using HOMER model and (iii)
enumerating strategies to adopt towards achieving sus-
tainable energy in Nigeria.
This study is signicant not only in providing informa-
tion to help the government and policymakers in rural en-
ergy planning framework but also serves as input data in
the design of an appropriate electrication system for use
in rural and semi-urban homes or households in Nigeria.
2 Materials and Methods
2.1 Meteorological Data Generation for
Feasibility Study
The development and performance of a hybrid energy sys-
tem depends on the availability and magnitude of the re-
newable energy resources. Weather data (wind speed and
solar radiation) are important factors for pre-feasibility
study of renewable hybrid energy system for any site [11,
45]. The design of PV-wind hybrid system involves the
determination of optimum values for the wind turbine’s
rated power, PV array peak power and storage capacity
(and sometimes also the engine generator characteristics)
thatmeet the required reliability conditions for the system.
In the following sections, a brief presentation of both so-
lar and wind renewable energy sources in the selected lo-
cations is given before some consideration of the optimal
sizing of such a hybrid system is presented.
Generally this type of study is heavily dependent on
both primary and secondary data, and particularly data
from the energy users. Hence, two types of data were used
in this study: the primary data for the energy resources and
the secondary data for the costs of PV modules, wind tur-
bine, generators, the power ratings of converters and bat-
tery and electrical appliances.
The twenty-one years (1992–2012) daily wind speed
data, monthly mean daily sunshine duration, maximum
air temperature, cloud cover, and maximum relative hu-
midity that were employed for this study were sourced
from the Archives of the Nigerian Meteorological agency
(NIMET), Oshodi, Lagos. The solar radiation data utilized
for the selected sites were derived from solar model pro-
posed by [46] due to insucient data for the sites. The
study focused on designing for 500 rural households in
the selected locations in Nigeria. The geographical coor-
dinates of the selected sites are as shown in Table 1.
Among the commonly used methods of hybrid sys-
tem optimization techniques, the HOMER software has
been chosen to be used for the analysis. HOMER (Hybrid
Optimization Model for Electrical Renewables) is a user-
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Table 1: The Geographical Coordinates of the Selected Sites
S/No Geopolitical Zone Sites Latitude (◦N) Longitude (◦E) Elevation above sea Level (m)
1 North Central (NC) Abuja 9.27 7.03 305.00
2 North West (NW) Kano 12.05 8.53 472.14
3 North East (NE) Maiduguri 11.85 13.08 383.80
4 South West (SW) Abeokuta 7.25 3.42 150
5 South East (SE) Enugu 6.47 7.55 141.5
6 South South (SS) Warri 5.52 5.73 6.1
friendly micro-power design tool developed in 1992 by the
National Renewable Energy Laboratory in the USA [47]. It
is primarily an optimization software packagewhich simu-
lates varied renewable energy sources (RES) systemcong-
urations and scales them on the basis of net present cost
(NPC) which is the total cost of installing and operating
the system over its lifetime [48]. HOMER calculates the net
present cost of each component of the system, and of the
system as a whole.
HOMERallows for comparisonwith variousdesignop-
tions,whichmakes it easier to assess the techno-economic
benets of dierent power system congurations. As a re-
sult, the software is widely used for the design and simu-
lation of micro-power systems [36, 49].
Using HOMER software, the main input data include
the hourly mean wind speed, hourly total solar radiation
and load data. In the solar resource window, monthly
averaged daily solar radiation data, location and time
zones are dened which are used by the software to cal-
culate the hourly incident solar radiation on the PV panel.
In the wind resource window, monthly averaged wind
speed data, altitude, anemometer height, variation with
height, Weibull k, autocorrelation factors, diurnal pattern
strength, hour of peak wind speed are dened which are
used by HOMER to estimate the wind distribution and
output power. Technical specications and cost data of
diesel generators, wind turbines, photovoltaic modules,
power converters; system controls; economic parameters;
and system constraints are also fed into the simulation
program [50].
2.2 Load Calculation
Deciding on the load is one of the most important steps in
the design of a hybrid system [51]. The household in the re-
mote area inNigeria is assumed to be simple, not requiring
large quantities of electrical energy. In the current study, a
rural community of 500 households is considered and the
electrical load includes: demand for cooling (ceiling fan),
entertaining (television) and lighting.
In accordance to sustainable development policies,
energy ecient appliance have been considered in this
study [52]. Themajor electricity end use in rural communi-
ties comprises lighting, entertaining and cooling. For this
study, this load includes 3 energy ecient lamps (compact
uorescent bulb, 15Weach), 2 fans (ceiling fan, 40Weach)
and 1 television (TV, 80 W) for each household. Day light-
ing hours do not vary signicantly throughout the year in
Nigeria. It is normal to experienceup to twelve hours of vis-
ible light from about 6.00 am to 18.00 pm all year round.
In Nigeria, there is an average of 9 hours of sunshine daily,
all year round. Therefore, the average number of indoor ar-
ticial lighting hours is assumed to be 6.8 hours each day.
Onweekdays, the familymembers are usually out of home,
so fans are used mostly on hot weekends in the afternoon.
Average TV operating time is 5.5 h per day. Average electric
load demand of a typical household is shown in Table 2.
From Table 2, the total consumption per household is
averaged at 0.986 kWh/day. The daily average demand for
the whole community considered is 20.5 kW with a peak
load of 100 kW and a load factor of 0.205. Results of the
daily electricity appliance use log suggest that there is very
little dierence between the daily electricity demand pat-
terns for weekdays and weekends. Day-to-day and time-
step-to-time-step variability factors are 15% and 20%, re-
spectively. The average primary load is calculated to be
1884 kWh/day. It is assumed that this load is constant
around the year. The corresponding daily load prole and
monthly load prole are presented in Figures 2 and 3.
While the afore-mentioned electric loads are consid-
ered as the primary loads (electricity demand that must be
met immediately it arises) a second load type is also con-
sidered - the deferrable load. It is met only after the pri-
mary load has been satised except under critical condi-
tions. The deferrable load includes activities like pumping
water, chargingbatteries andywheels andheatingwater.
Due to the nature of the load, it also determines the energy
storage capacity of a system. The storage capacity can be
Assessment of Decentralized Electricity Production from Hybrid Renewable Energy Sources | 79
Table 2: Average Electric load Demand of a typical household
Appliance and Quantity Power (kW) Average Usage (Hours/day)
Consumption
(kWh/day)
Lights (CFL) (3) 0.045 6.8 0.306
Fan (2) 0.08 3 0.24
TV (1) 0.08 5.5 0.44
Total 0.986
Figure 2: Daily Load Prole
Figure 3: Seasonal load prole
described as the amount of electricity required to fully sat-
isfy the deferrable load. In this system, the deferrable load
is the pump used in pumping of water into tanks avail-
able and the storage capacity is the amount of electricity
required to ll it.
For the 500 households, a minimum of 50,000 litres
of water per day is required (i.e 100 liter per family). To ac-
complish this, 14 pumps of 150Wwith a pumping capacity
of 10 l/min operating for 6 h/day are assumed. The peak
deferrable load is 2.1kW and the average deferrable load is
calculated to be 12.6 kWh/day. Assuming a water storage
capacity of 4 days, the corresponding electricity storage
capacity is 50.4 kWh. The total daily energy consumption
for the community of 500 families is therefore the sum to-
tal of the primary load and the deferrable load,which adds
up to 1886 kWh. The monthly deferrable load is presented
in Figure 4.
Figure 4:Monthly Deferrable Load
2.3 Hybrid Energy System Model
In the present study, a Wind-PV-Diesel hybrid power sys-
tem and a power converter is used to design and meet the
load requirements of the selected locations under investi-
gation. The schematic diagram of the Wind-PV-Diesel hy-
brid model used in this study is presented in Figure 5. The
hybrid power system optimization tool [47] developed by
NREL has been used in the present study and the details
of the same are given in next paragraph.
In order to predict the hybrid system performance, in-
dividual components need to be modeled rst and then
their mix can be evaluated to meet the load demand. The
methodology formodeling hybrid PV/wind system compo-
nents is described below.
2.3.1 Design of the Photovoltaic (PV) System
Solar energy is harnessed through the conversion of sun-
light into electricity through the use of solar cells in solar
panel. This system is called Photovoltaic (PV) system [53].
In solar energy conversion system, knowledge of global so-
lar radiation is extremely important for the optimal design
and forecasting of the system’s performance. In PV con-
version, the range of useful wavelengths is between 0.35
and 1.1 µm for a silicon PV cell but, generally, global so-
lar irradiation is measured in its entire spectrum for PV
system studies (using a pyranometer or silicon irradiance
sensor) [54].
In this section the mathematical model for sizing
stand-alone PV system which comprises of the PV mod-
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Figure 5: Wind-PV-Diesel Generator Hybrid Model Used in the Study
ules, the storage battery, the battery charger controller and
the inverter are explained.
To design a stand-alone PV system for the considered
household, the following steps are required.
2.3.1.1 Solar Radiation Estimation from Sunshine
Duration Data
Nigeria is one of the developing countrieswithout properly
recorded solar radiation data and, like many other coun-
tries, what is available is sunshine duration data. How-
ever, given a knowledge of the number of sunshine hours
and local atmospheric conditions, sunshine duration data
can be used to estimate monthly average solar radiation,
with the help of empirical equation [55]:
H = Ho
(
a + b n
N
)
(1)
Where, H is the monthly average daily radiation on a hor-
izontal surface (MJ/m2); Ho is the monthly average daily
extraterrestrial radiation on a horizontal surface (MJ/m2);
n is the monthly average daily number of hours of bright
sunshine; N is the monthly average of the maximum pos-
sible daily hours of bright sunshine (i.e the day length of
the average day of the month); a and b are regression coef-
cients which can be obtained using the following equa-
tions for M number of data points:
a =
∑ H
HO
∑( n
N
)2
−∑ nN ∑ nN . HHo
M∑( nN)2 − (∑ nN)2 (2)
b =
M∑ nN HHo −∑ nN ∑ HHo
M∑( nN)2 − (∑ nN)2 (3)
Solar radiation known as extraterrestrial radiation,
Ho, on a horizontal plane outside the atmosphere is given
as:
Ho = 24 x 3600 x Gscpi
(
1 + 0.033x Cos
(
360. nd
365
))
x
(
Cos∅CosσCos ws + 2pi.ws360 Sin∅Sinσ
)
(4)
Where, nd is the day number; Gsc is the solar con-
stant = 1367 M/m2; ∅ is the latitude of the location;
σ is the declination angle and it is given as σ =
23.45 Sin
(
360. 248+ nd365
)
; ws is the sunset hour angle and
it is given as: ws = Cos−1 (−tan∅ tan σ).
The maximum possible sunshine duration N is given
by:
N = 215ws (5)
Equations (1) to (5) are used to calculate the extrater-
restrial radiation and the maximum possible daily hours
of bright sunshine, respectively at the specic location.
2.3.1.2 Calculation of diuse solar radiation (Hd)
The diuse solar radiation Hd can be estimated by an em-
pirical formulawhich correlates the diuse solar radiation
component Hd to the daily total radiation H. In this study,
the monthly average daily diuse radiation Hd is calcu-
lated from monthly average daily global radiation using
the Erbs et al. correlation [55]. Equations for these corre-
lations are as follows: For ws ≤ 81.4o and 0.3 ≤ KT ≤ 0.8
Hd
H
= 1.391 − 3.560KT + 4.189K
2
T − 2.137K
3
T (6)
and for ws > 81.4o and 0.3 ≤ KT ≤ 0.8
Hd
H
= 1.311 − 3.022KT + 3.427K
2
T − 1.821K
3
T (7)
Where KT = HHo is clearness index
2.3.1.3 Total Irradiated Energy Arriving at an Inclined
Surface
For a good sizing, we need to have hourly data of tilted
global solar irradiations because the PV modules are
placed at any slope angle, then horizontal solar radiations
data must be converted into tilted ones. The sum total of
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direct beam radiation, diuse radiation and ground reec-
tion radiation equals irradiation HG for the entirety of an
inclined surface [56]:
HG = HGB + HGD + HGR = RB . (H − HD) + RD .ρ.H (8)
Where H is irradiation from global radiation on the hori-
zontal plane;HDis irradiation fromdiuse radiationon the
horizontal plane; RB = CosθCosθz is direct beam radiation factor
(the ratio of beam radiation on the PV array to that on the
horizontal); RD = 12 + 12Cosβ is diuse radiation factor; RR
= 12 − 12Cosβ is eective portion of reective radiation; β is
inclination angle of the inclined surface relative to the hor-
izontal plane; ρ is reection factor (albedo) of the ground
in front of the solar generator; θ is the incidence angle of
beam irradiance on the array and θz is the zenith angle of
the sun.
2.3.1.4 Power Calculation of Solar PV Panel
With the available solar energy resource as discussed
above, the corresponding power that can be harnessed us-
ing solar PV panel is calculated thus [57, 58]:
PPV (t) = HG (t) .APV .ηPV (9)
Where Ppv(t) is the power output from the PV-panel (W),
HG(t) is the total solar irradiance data at time t (W/m2), Apv
is the area of a single PV-panel (m2) and ηpv represents the
PV generator eciency and is given by Kolhe et al. [59]:
ηPV = ηr .ηPC[1 − µ
(
θcell − θcell, ref
)
] (10)
where ηr is the reference module eciency, ηpc is the
power conditioning eciency which is equal to 1 if a per-
fect maximum power tracker (MPPT) is used. µ is the gen-
erator eciency temperature coecient. For silicon cells
the range of µ is 0.004 to 0.006 per (◦C), ηcell,ref is the ref-
erence cell temperature (◦C) and ηcell is the cell tempera-
ture (◦C) and can be calculated as follows [60]:
θcell = θa +
[
NOCT − 20
800
]
× HG (t) (11)
where θa is the ambient temperature (◦C) and NOCT is the
nominal cell operating temperature (◦C). ηpc, µ, NOCT and
APV , are parameters that depend upon the type of module
used. The data are obtained from the PVmodulemanufac-
turers.
The number of modules that can produce the required
amount of solar energy can be estimated as [61]:
Nm =
Ppv(t)
Speak−power
(12)
where Speakpower is the peak power of the selected PVmod-
ule and it is provided in the manufacturer’s data sheet.
Sizing of the Battery Performance
Due to its advantages of a low-cost, maintenance-free
and highly ecient technology, Lead-acid batteries are
usually used for energy storage in hybrid systems to store
surplus energy, to regulate system voltage and to supply
load in case of insucient solar radiation and/or wind.
Battery capacity depends on maximum depth of dis-
charge (DOD), temperature and age [62, 63].
As for the sizing of the battery, the storage capacity of
the battery can be calculated according to the following
relation [61]:
Mbatt =
Ad × DL
ηBCH × ηinv × DOD × Vs
(13)
where Ad is maximum number of continuous cloudy day,
DoD is maximum permissible depth of discharge of the
battery, DL is the daily energy demand and Vs is the sys-
tem voltage which are usually in 12, 24, 48, . . . V.
The number of battery required for the system can be
determined using the following equation [61]:
nbatt =
Mbatt
Msin
(14)
where Msin is the storage capacity of a single battery in
(Ah).
The storage capacity of the battery system in Ampere-
hour (Ah) considering the load requirement, the required
days of autonomy, allowable depth of discharge, and
losses due to inverter and battery charging can be deter-
mined using the following relation [64]:
CB =
DL × ta
DOD × ηB × ηinv × VB
(15)
where CB is the battery bank rated capacity (Ah), ta is the
designed autonomy(days), DOD is the allowable depth of
discharge, and VB is the voltage of the battery block(V).
Sizing of Inverter
Power inverter system is required to convert the DC
power output to AC power output in hybrid power system.
Hence, any inverter selected must be able to handle the
maximumexpectedAC loads for any of the hour of the day.
The cost of a power converter depends on its size and type
(either pure sine wave or modied sine wave). The power
requirement of the inverter, Pinv (kW), is given as [65]:
Pinv = 1.25 × Pfd (16)
where Pfd (kW) is the power demand of the facility.
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2.3.2 Assessment of Wind Potential
The energy in the wind is harnessed by utilizing a wind
turbine. The energy the wind transfers to the rotor of the
wind turbine is proportional to the density of the air, the
rotor area, and the cube of the wind speed.
Power output of wind turbine generator at a specic
site depends on wind speed at hub height and speed char-
acteristics of the turbine. Wind speed at hub height can be
calculated by using power-law equation [66].
U(H)
U(Href )
=
(
H
Href
)∝
(17)
where U(H) and U(Href ) are the wind speed at hub and ref-
erence height H and Href and a is roughness coecient.
The value of the coecient varies from less than 0.10 for
very at land, water or ice to more than 0.25 for heav-
ily forested landscapes (Danish, 2008). The one-seventh
power law (0.14) is a good reference number for relatively
at surfaces such as the open terrain of grasslands away
from tall trees or buildings.
From the average hourly wind speed prole, if the
wind speed is between the cut-in speed and the rated
speed of the wind turbine, the power output of a wind en-
ergy conversion system (ECS) PW (U) can be calculated as
follows [67]:
Pw (U) = 12ρAU
3 (18)
Where, Pw(U) is the Output power of the wind turbine (W),
ρ is the density of the air, A is the Rotor Area (A typical
1,000 kW wind turbine has a rotor diameter of 54 meters,
i.e. a rotor area of some 2,300 square meters) and U is the
wind speed (m/s).
Generally, the cut-in speed of a wind turbine is in the
range of 2.5–3.5 m/s and cut-out speed is in the range of 20
– 25 m/s.
2.3.3 Diesel Generator System
The fuel consumption of diesel generator is aected by the
rated power of the generator and the actual power output.
The fuel consumption of the diesel generator (FDG) in (1/h)
is given by equation (19)
FDG = A1GxPOG + A2GxPRG (19)
Where POG and PRG are the output power and the rated
power of the generator in kW, respectively. A1G and A2G
are the coecients of the consumption curve in (1/kWh),
where A1G = 0.246 1/kWh and A2G = 0.08145 for the diesel
generation [68].
2.3.4 Economic Assessment of Hybrid Energy System
(HES)
The decision whether to accept or reject a HES design for a
given location depends on the economic viability and cost
of energy. Some of the economic factors methods for ap-
praising HES after the design to determine its suitability
are Net Present Value (NPV), Net Present Cost (NPC) and
Cost of Energy (COE).
TheHOMER softwaremainly simulates the net present
cost (NPC) and cost of energy (COE) of a hybrid energy sys-
tem. The simulation inputs include the initial capital, re-
placement cost, and operating and maintenance cost of
each component of a HES. NPC means the present value
of the costs of investment and operation of a system over
its lifetime. NPC is used as a main economic indicator to
compare energy systems.
The Net Present Cost of an energy system is a summa-
tion of all costs involved in the life cycle of the energy sys-
tem. The total net present cost comprising of the following
costs: capital investment, non-fuel operation and main-
tenance costs, replacement costs, energy costs (fuel cost
plus anyassociated costs), andanyother costs. If a number
of options are being considered then the option with the
lowest Net Present Cost will be the most favourable nan-
cial option. When alternatives have same life expectancy
and cost then the onlymajor consideration is the NPC [69].
The NPC can be mathematically written as [47]:
CNPC = CO +Crep +
N∑
t=1
Ct
(1 + i)t
−SVCA = CNPC ×CRF (20)
CA = CNPCxCRF (21)
where CNPC is the NPC of an energy system, CO is the cost
of initial investment, Crep is the replacement cost (at t =
0), Ct is the total annualized cost of the system ($/year), i
is the annual real interest rate (%), SV is the salvage value
(at t = 0 ), and CRF is the Capital Recovery Factor.
The capital recovery factor (CRF) is given by [47]:
CRF = i (1 + i)
N
(1 + i)N − 1
(22)
Where N is the energy system lifetime and i is the annual
interest rate for the energy system lifetime.
Cost of Energy (COE) is the price at which electricity
can be generated from a given source to break even. It is
an economic assessment of energy generating plant which
includes all the costs over its life period such as the initial
investment and the operation and maintenance.
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The COE of the system is evaluated as follows [70]:
COE = CtEt
(23)
Where Ct and Et are the total annualized cost and total
electricity consumption respectively.
In sustainability analysis, smaller values of NPC and
COE mean a less payment to match the same electricity
load. For achieving a sustainable economic eciency, it is
to minimize these two types of cost.
3 Results and Discussion
3.1 Solar Energy Potential Assessment
Regarding solar energy potential there is no accurately
recorded solar radiation database in the country, instead
only sunshinehourdatawasavailable. Empirical formulas
are used to estimate the solar radiation fromavailable sun-
shine duration data obtained from the archive of National
Aeronautics and Space Administration renewable energy
resource - NASA (GEOS-1) Multiyear Time-series DataWeb-
site (1992–2012) for all the six locations. Themonthly daily
averaged global solar radiation for the locations investi-
gated is shown in Figure 6. From Figure 6, the annual av-
eraged daily global solar radiation is 4.93 kW/m2day−1 in
Abeokuta, 5.48 kW/m2day−1 in Abuja, 4.96 kW/m2day−1 in
Enugu, 5.92 kW/m2day−1 in Maiduguri, 5.90 kW/m2day−1
in Kano and 4.53 kW/m2day−1 in Warri. The clearness in-
dex which is availability of global solar radiation varies
with geographical location and period of the year. Clear-
ness index in the cities studied varies from 0.303 to 0.683.
The least clearness index is in Warri (0.303) in the month
of July and the highest value is 0.683 in Kano in the month
of April.
Figure 6:Monthly average solar radiation at the six investigated
locations
3.2 Wind Energy Potential Assessment
Thewind speed data used in this studywere obtained from
Nigerian Meteorological Agency (NIMET), Oshodi, Lagos.
Thewind speeddatawere captured at 10mheight by a cup-
generator Anemometer. The monthly mean speed at the
investigated locations based on 21years (1992–2012) wind
speed data is presented in Figure 7. Figure 7 shows that
the monthly wind speed vary between 2.03 m/s in Jan-
uary to 2.66 m/s in April for Abeokuta; 1.61 m/s in Oc-
tober to 3.16 m/s in January for Abuja; 1.73 m/s in De-
cember to 2.41 m/s in July for Enugu; 2.75 m/s in Novem-
ber to 3.76 m/s in February for Kano; 2.22 m/s in October
to 4.01 m/s in March for Maiduguri; 1.73 m/s in Decem-
ber to 2.74 m/s in July for Warri. The annual mean wind
speed and the correspond power density (assumed that air
density is 1.225 kg/m3) for each location are determined
as: Abeokuta (2.42 m/s, 8.68 W/m2), Abuja (2.45 m/s,
9.01 W/m2), Enugu (2.35 m/s, 7.95 W/m2), Kano (3.45 m/s,
25.15 W/m2), Maiduguri (3.52 m/s, 26.71 W/m2) and Warri
(2.31 m/s, 7.55 W/m2).
Figure 7:Monthly average wind speeds at the six investigated loca-
tions
3.3 System Sizing
According to Okoye et al. [64], appropriate sizing of stan-
dalone hybrid systems involves balancing energy supply
and demand in a cost eective manner. Typically, the de-
sired stand-alone hybrid system should be able to produce
the electricity to meet the daily load requirement. In the
literature, dierent hybrid system sizing techniques were
categorized as intuitive, numerical, analytical and others.
Due to their wide applications in design of hybrid energy
system, intuitive and numerical simulation methods are
employed in this work.
For the solar PV, a two axis tracking system to direct
the PV panels towards the sun all year round was consid-
ered. The PV had a life time of 25 years, a derating factor
of 75% and a ground reectance of 40%. The wind turbine
chosen was the Fuhrlander 100manufactured by Fuhrlan-
der AG. It has a rated power of 100 kW, a hub height of
50 m, Rotor diameter 21 m, Distance to blade tip 53.7 -
66.7 m, cut in speed 2.5 m/s and cut out speed 25m/s. The
life time of the turbine is 20 years.
The AC Generator chosen, has operating hours of
15000 hrs and a minimum load ratio of 30% and a diesel
fuel of $1.01 per litre was used. The Surette 6CS25P battery
was used with a nominal capacity and voltage of 1156Ah
and 6V respectively. It has a round trip eciency of 80%
and Minimum state of charge of 40% with a oat life of
12years. The Converter chosen served as both an inverter
and a rectierwith the inverter having an eciency of 90%
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and a life time of 15years. The capacity of the rectier rela-
tive to the inverter was 100% with an eciency of 85%.
Table 3 presents system sizing for the hybrid power
system combination considered in this study.
3.4 Results of System Simulation and
Optimization
The optimization results are given out in a categorized
form which represents feasible system congurations ca-
pable of meeting the system load and constraints. The re-
sults are displayed in an increasing order of the total net
present cost (NPC). A given system type may have many
dierent congurations based on the size combination of
constituent elements. The categorized table displays only
themost cost eective conguration fromeach system type
as dierent from the overall optimization table that dis-
plays all feasible system congurations (for any possible
system type) ranked in their cost eectiveness. From the
details of the optimization analysis the following can be
observed: size of dierent components in each system,
electric production of each component, capital cost, re-
placement and operating and maintenance cost of each
system, annualized cost, excess and shortage of capacity,
cost of energy (COE), renewable fraction, unmet load, con-
sumption of diesel, operating hour and number of start-
ing of diesel generator, life time of generator and battery,
throughput of battery and fuel cost. Capacity Shortage, Re-
newable fraction, Total Net Present Cost (NPC) and Cost
of Energy (COE) values have been used as parameters for
selecting a given conguration among the many candi-
dates [47].
In this study, simulation was carried out to determine
the feasibility of hybrid renewable energy system congu-
ration that best suit the local renewable energy resources
of the six selected locations in Nigeria and then estimates
the Net Present Cost (NPC) of the hybrid energy system.
The NPC is used to compare the economies of various sys-
tem congurations. The one with the least NPC is consid-
ered as the optimal conguration. Figure 8 presents cate-
gorized optimization results for Abeokuta as a representa-
tion for other locations.
Figure 8 reveals the optimumhybrid renewable energy
conguration as the PV/diesel/battery/converter system
conguration setupwith no capacity shortage/unmet load
having a high renewable penetration fraction of 34%, COE
of 0.700$/kWh and NPC of $2,370, 131 for Abeokuta. For
Abuja, Enugu, Kano, Maiduguri and Warri, the renewable
penetration fraction, COE and NPC are 38%, 0.677$/kWh
and $2,290, 798; 34%, 0.699 $/kWh and $2,364,412; 41%,
Figure 8: Categorized Optimization Results for Abeokuta
0.659 $/kWh and $2,230,508; 41%, 0.658$/$/kWh and
$2,225, 387; and 31%, 0.721 $/kWh, and $2,441, 222, re-
spectively. Based on the results of this study, Kano and
Maiduguri have the highest renewable penetration frac-
tion while Warri has the least value of renewable penetra-
tion fraction. This is due to disparity in renewable energy
resources distribution in the country as presented in Fig-
ures 6 and 7. This also responsible for least values of COE
and NPC in Maiduguri while Warri has highest values of
COE and NPC. The conguration consist of 85 kW PV sys-
tem, 80 kW of AC generator, battery storage of 60 Surrette
6CS25P, 40 kW of inverter and 40kW of rectier. Details re-
sult of optimal system conguration for the selected loca-
tions are presented in Table 4.
Figure 9 presents cash ow results for Abeokuta as
a representation for other locations. Figure 9 shows that
the maximum negative cash ow of $305,000 occurred at
the start of the project. This is expected as all the compo-
nents of the energy system are purchased at the start of
the project. At year 11, $87,000 is spent replacing the solar
panels whose life span is 20 years. At the end of the project
life span of 20 years, the component of the system can be
sold and a salvage of $45,000 is recovered.
Figure 9: Cash flow for Abeokuta
Figures 10 to 15 show the monthly average amount of
electricity generated by each component of the hybrid sys-
tem in each of the selected locations. AC- Generator de-
notes the diesel generator and PV the solar-PV in the g-
ures. Critical observation of Figures 10 to 15 shows that the
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Table 3: System Sizing
Component Size Capital
Replacement
Cost
O&M Cost Sized Considered (kW)
Quantities
Considered
Life time
PV 1 2000 0 400
0, 80, 85, 90, 95, 100, 105,
110
20 years
Wind Turbine 100 216000 0 43200 0, 1 25years
AC Generator 1 400 350 0.150
0, 30, 40, 50, 60, 70, 80, 85,
90, 95, 100, 105, 110
15000hours
Battery 1 1250 1100 11$/year
0, 5,10, 15, 20, 30, strings of 6
batteries
9645 kWh
Converter 1 800 750 0
0, 20, 25, 30, 35, 40, 45 50, 60, 70,
80
Table 4: Optimal System Conguration Results for all Locations Showing Cost in Naira (NGN)
Location
Total Net Present
Cost (N)
Operating Cost
(N/yr)
Levelized COE
(N/kWh)
Renewable
Fraction
Diesel
Consumption
(l/yr)
Generator
Operating
(h/yr)
Abeokuta
374,717,711
($2,370,131)
17,751,152
($112,278)
110.67
($0.700)
0.34 44,505 2,202
Abuja
362,175,164
($2,290,798)
17,067,211
($107,952)
107.03
($0.677)
0.38 41,887 2,082
Enugu
373,813,537
($2,364,412)
17,701,825
($111,966)
110.51
($0.699)
0.35 44,336 2,193
Maiduguri
351,833,685
($2,225,387)
16,503,269
($104,385)
104.03
($0.658)
0.41 39,719 1,986
Kano
352,643,315
($2,230,508)
16,547,537
($104,665)
104.19
($0.659)
0.41 39,859 1,995
Warri
385,957,198
($2,441,222)
18,363,947
($116,154)
113.99
($0.721)
0.31 46,784 2,316
trend of electricity generation by the solar-PV follow the
trend of the monthly averaged solar insolation of Figure 6.
In this study, thehybrid systemcomprises of renewable en-
ergy fraction varies from 0.51 to 0.63 with the least fraction
occurs in Warri and highest in Kano and Maiduguri. The
high renewable energy fraction indicates that in most of
the time, the electrical energy requirement of the selected
locations could bemet with the combination of PV and the
battery storage system. Thediesel generator only comesup
in the remaining time thereby bridging the gap between
the load demand and the energy supply.
It can be seen from Figures 10 to 15 that the number
of run of generator is higher in the months of June, July,
August and September. This is expected as these months
fall into the peak of raining season when the cleanness in-
dex is low in Nigeria. The global solar irradiation for these
months is comparatively low due to the presence of cloud
Figure 10:Monthly Average Electric Production for Abeokuta
Figure 11:Monthly Average Electric Production for Abuja
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Figure 12: Monthly Average Electric Production for Enugu
Figure 13: Monthly Average Electric Production for Kano
Figure 14: Monthly Average Electric Production for Maiduguri
Figure 15: Monthly Average Electric Production for Warri
and therefore results in low electrical output of the PV gen-
erator. Themonths of February, March, April, May and De-
cember fall into the peak of dry season with higher sun-
shine hour, higher clearness index and higher global solar
radiation. Consequently, the hour of runs of diesel gener-
ator is reduced during these months.
In this study, the simulation analysis shows that
the total electricity production (270,514 kWh/yr,
283, 251 kWh/yr, 271,209 kWh/yr, 294,247 kWh/yr,
295,113 kWh/yr and 262,257kWh/yr for Abeokuta, Abuja,
Enugu, Kano, Maiduguri and Warri, respectively) meet
the electrical load (184,543kWh/yr for all the selected
locations) by the combination of: 55% PV and 45%
generator with excess of 85,971 kWh/yr for Abeokuta;
60% PV and 40% generator with excess electricity of
98,708 kWh/yr for Abuja; 55% PV and 45% generator with
excess electricity of 86,666 kWh/yr for Enugu; 63%PV and
37% generator with excess electricity of 109,704 kWh/yr
for Kano; 63% PV and 37% generator with excess elec-
tricity of 110,570 kWh/yr for Maiduguri and 51% PV and
49% generator with excess electricity of 77.714 kWh/yr
for Warri. The percentage of electricity generation from
diesel generator can be reduced if the wind speed for
the selected locations can be measured at higher altitude
above 10 m with high wind speed. This would increase
renewable fraction in the hybrid system combination.
Operating period of the generator can be reduced and
hence, less diesel consumption which can result in lower
greenhouse gases emission.
4 Conclusion
A hybrid power system which consists of diesel Generator
set, PV-arrays and wind turbines with energy storing de-
vices (battery bank) andpower electronic devices has been
studied in this paper to achieve an ecient and cost com-
petitive system conguration so that hybrid power sources
could improve the life of people especially in rural areas
where electricity from the main grid has not reached yet.
The feasibility study for the hybrid system is based on
the ndings of the wind and solar energy potentials at six
selected locations. From the results, the wind energy po-
tential of all selected sites are not attractive enough for the
total electricity demand of 1886 kWh for 500 families. This
is as a result of the low wind speed prole recorded at low
altitude 10 m for the selected locations: Abeokuta, Abuja,
Enugu, Maiduguri, Kano andWarri having a mean annual
wind speed of 2.42, 2.45, 2.35, 3.52, 3.45 and 2.31 m/s, re-
spectively for the 21 years available data. Based on the
available resource, the optimum architecture for electric-
ity generation in the selected locations was determined to
be PV/Diesel/Battery hybrid energy system.
Results of this study show a list of possible feasible
set-ups according to the NPC. The feasible system selected
had the least total NPC of the most viable congurations
with 0% capacity shortage and a renewable penetration
fraction higher than the recommended 25%. The System
Architecture having 85kW PV, 80kW diesel generator. 60
Surette 6CS25P Battery, 40kW Inverter and 40kW Rectier
were the same for all the selected locations.
For the selected locations, Warri has the highest NPC
of $2,441,222 (N 385,957,198) while Maiduguri had the least
NPC of $2,225,387 (N 351,833,685) for the 21 years project
lifespan. The COE for Warri is 0.721$/kWh (N113.99/kWh)
while that ofMaiduguri, Abeokuta Abuja, Enugu andKano
are 0.658$/kWh (N104.03/kWh), $0.700 (N110.67), $0.677
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(N107.03), $0.699 (N110.51) and $0.659 (N104.19), respec-
tively.Warri has the least Renewable Fraction of 31%while
Maiduguri and Kano have the highest renewable fraction
of 41%.
By using hybrid energy system, access rate to electric-
ity in the rural area of the selected locations where na-
tional electricity grid extension could be dicult or expen-
sive to achieve can be increased. As this would bring about
constant and reliable electricity supply in the rural areas.
The reliable supply of electricity through thehybrid system
can improve the standard of living and economic activities
of the rural habitants.
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